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A B S T R A C T
In this work, a novel in-situ grown layered double hydroxide (LDH) film co-intercalated with inhibitors (va-
nadates) and low surface energy substance (laurates) was immobilized on Al substrates. A long-term monitoring
of electrochemical impedance spectra (EIS) of the various samples in 3.5 wt.% NaCl solution demonstrated the
synergetic protection of the intercalated two functional species. Meanwhile, the X-ray diffraction (XRD) result of
the samples after immersion in NaCl solution for a long time presented the anion-exchange process between
vanadates/laurates and chlorides. The synergetic effect of the two species loaded film significantly contributed
to the enhanced long-term corrosion protection of aluminum.
1. Introduction
Corrosion of metals has resulted in not only tremendous loss of
economy, but also serious waste of resources and occurrence of many
disasters in all over the world. Therefore, corrosion control of metals is
of valuable significance and facing long-term challenges. Researchers
have developed various methods to protect metals from corrosion, such
as organic coatings, inhibitors and cathodic protection, etc. In recent
years, “smart” inhibitors have attracted much attention of researchers
since they can provide corrosion protection only when corrosion is in-
itiated. As reported in literature, polyelectrolyte nanocapsules, silica
nanocapsules, polyurea microcapsules and chitosan polymers have
been used as inhibitor-containing nano/micro-reserviors [1–6]. The
loaded inhibitors can be released by trigger of pH, mechanical rupture
and appearance of aggressive ions [7].
Layered double hydroxides (LDHs) can be used as inhibitor con-
tainers due to the large space in its gallery and the anion-exchange
capacity [8]. The intercalated inhibitors can be released to the en-
vironment when aggressive anions such as chlorides appeared based on
the anion-exchange reaction. In addition, LDHs possess a special
property of the so-called memory effect. When LDHs are calcined at a
moderate temperature, the layered structure would disappear and
convert into metastable mixed oxides, and mixed oxides can recover the
original layer structure when immersed in water or anionic solutions
[9]. In recent years, LDHs have been widely used as “smart” containers
in the field of corrosion protection of organic coatings and steel re-
inforced concrete [10–12]. It can be summarized that LDHs were used
for corrosion protection in two different forms of powders and in-situ
grown films on the surface of Al, Mg and their alloys.
In general, LDH powders can be synthesized by methods of co-
precipitation, anion-exchange method and calcination-reconstruction.
Among these methods, the last method was based on the above men-
tioned “memory effect” of LDHs. In our previous work, MgAl-LDH
loaded with nitrites (MgAl-LDH-NO2-) was synthesized by calcination
reconstruction method and was added into concrete for corrosion pro-
tection. The long-term EIS results indicated this MgAl-LDH-NO2− was
able to provide effective corrosion protection for carbon steel in con-
crete in a long time based on the mechanism of multifunctional
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corrosion protection. The multifunctional inhibitor contributed to the
enhanced corrosion resistance by playing several different roles in-
cluding absorbing chlorides, releasing nitrites and hydroxides [13]. In
addition, Zuo et al. compared the properties of Mg-Al layered double
hydroxides intercalated with nitrite ions prepared by calcined-rehy-
dration, hydrothermal and co-precipitation method. The results in-
dicated that the samples synthesized by co-precipitation method ex-
hibited the largest capacity of chlorides and better anticorrosion effect
[12]. Alibakhshi et al. carried out a comparative study on corrosion
inhibitive effect of nitrate and phosphate intercalated ZnAl-LDH by
incorporating them into a hybrid silane film covered by an epoxy top-
coat. The presence of ZnAl-LDH-PO4 endowed the coating with a strong
self-healing ability when an artificial scratch was produced on it
[14,15]. Mei et al. added aminobenzoate intercalated layered double
hydroxides into epoxy coating on steel surface in simulated concrete
pore solutions and it was found that proper dosage was able to increase
obviously the corrosion resistance of the epoxy coating [16]. In addi-
tion to powders, LDH films can grow on the surface of Al, Mg and their
alloys with high adhesion strength. In recent years, the in-situ grown
LDH films were widely studied for corrosion protection for the under-
lying substrate. Duan’s group fabricated NiAl-LDH films on Al substrate
by a hydrothermal method successfully [17]. Many researchers focused
their attention on the influence of preparation conditions on the mor-
phology, composition and protective performance of the LDH films such
as reactant concentration, reaction time and temperature. Tedim et al.
reported that increase of Zn2+ concentration could lead to thicker films.
However, the best performance was obtained for films synthesized at
lower concentrations since no cracks appeared in this case [18]. The
crystalline and compactness of LDHs increased with the increase of
hydrothermal time and temperature [19,20]. It is worthy to note that
Mikhailau et al. successfully fabricated ZnAl-LDH-NO3 conversion
coatings on zinc for the first time by one-step approach and a LDH
growth model involving both electrochemical and chemical process was
suggested [21]. In addition, the in-situ observation of the growth of
ZnAl-LDH-NO3 film was studied in detail by electrochemical quartz
crystal microbalance (EQCM) and OCP recording [22]. As the as-pre-
pared LDH films usually have many pore defects which allow water
molecules and aggressive chlorides to reach the underlying substrate,
researchers have developed different methods to address this problem.
Zhang et al. sealed the micropores by depositing SiO2 sol-gel, which
gave excellent barrier property to the composite film as a result of its
better compactness [23]. In addition, graphene layer was also prepared
on LDH films by dip-coating method [24]. Yan et al. developed one-step
in situ method to obtain reduced graphene/Zn-Al layered double hy-
droxide film with enhanced impermeability on magnesium alloys,
which could effectively improve the corrosion resistance by preventing
corrosion species from reaching the substrate [25]. Further modifica-
tions were also performed including loading inhibitors and low surface
energy species. Tedim et al. intercalated vanadates into the gallery of
ZnAl-LDH films and investigated its self-healing ability by scanning
vibrating electrode technique (SVET) [26]. Wang and Anjum et al.
synthesized MgAl-LDH on Al substrate and carried out chemical mod-
ification of the coating with 8-hydroxyquinolate anions (8-HQ). The EIS
results indicated that the coating had superior self-healing protection
ability [8,27]. Wu et al. prepared MgAl-LDH on Mg alloy using the
anodic films as a source of cations without the introduction of any kinds
of trivalent metal salts. The vanadate loaded LDHs presented better
corrosion resistance compared to LDHs without vanadates [28]. Zhang
et al. prepared a smart coating based on MgAl-layered double hydro-
xide on a cerium-modified plasma electrolytic oxidation coating on Mg
AZ31 alloy. The results indicated that the synergistic effect between Ce
species and the intercalated phosphate led to the superior corrosion
protection effect [11]. Besides, various low surface energy species were
used to obtain superhydrophobic surface of LDHs. Zhang et al. prepared
laurates intercalated ZnAl-LDH on Al substrate and XRD results verified
the successful intercalation of laurates into the gallery [29]. Their
group also synthesized ternary ZnAlCu-LDH intercalated with laurates
on Cu substrate [30]. The electrochemical test results indicated the
anti-corrosion ability was improved due to an air film existing on the
superhydrophobic surface. Wu et al. used different kinds of low surface
energy species to modify MgAl-LDHs on magnesium alloy AZ31 [31].
The results demonstrated that the modification by fluoroalkylsilane
could produce a better barrier to improve corrosion resistance of
AZ31Mg alloy than the fatty acid with long carbon chains due to the
formation of the Si-O-surface bond by condensation polymerization
reaction. In our previous work, we carried out a comprehensive char-
acterization of the laurates intercalated ZnAl-LDH in terms of chemical
stability, mechanical durability and long-term corrosion resistance in
3.5 wt.% NaCl solution to explore the potential application of ZnAl-
LDH-La in industrial fields [32].
The above literature survey of LDHs demonstrates the advantageous
performance of LDHs in corrosion protection. To the best of our
knowledge, however, there has been no report of a LDH structure
modified by two kinds of different species (inhibitors and low surface
energy species). In this work, a novel ZnAl-LDH film loaded with both
vanadates and laurates on Al substrate was fabricated. The laurate
endows the LDH with superhydrophobicity and the vanadates act as
inhibitor, both of which play a significant role in improving the cor-
rosion resistance of LDH. Based on the long-term monitoring of EIS and
XRD results, a synergetic corrosion protection mechanism was pro-
posed.
2. Experimental
2.1. Materials and chemicals
Al (≥99.9 wt.%) plates (Huahuibo Platinum Nonferrous Metal Co.
Ltd, Shenzhen, China) was cut into 2.3 cm×2 cm×0.3 cm. Zinc ni-
trate, sodium hydroxide, ammonium nitrate, and ethanol were pur-
chased from Sinopharm Chemical Reagent Co. Ltd. 25 wt.% NH3·H2O
and sodium chloride were purchased from Guangdong Guanghua Sci-
Tech Co. Ltd., sodium vanadate and sodium laurate were purchased
from Aladdin Industrial Corporation. All chemicals were used as re-
ceived without further treatment. All the solutions were prepared with
deionized water.
2.2. Synthesis of LDH films and further modification
In a typical procedure, the Al plates were abraded with emery sand
paper of grade 400, 800, 1200 successively, and they were then cleaned
in ethanol ultrasonically for 10min and dried in ambient atmosphere
naturally. The abraded Al plates were then etched in 0.1 M NaOH for
60 s to remove the oxide layer on the surface.
The surface treated Al substrates were vertically immersed in a
mixed solution of 0.05M ZnNO3 and 0.3M NH4NO3, the pH of which
was adjusted to 6.5 by 1 wt.% NH3·H2O. The hydrothermal reaction was
performed in stainless hydrothermal reactor for 12 h at 85℃. When the
reaction completed, the samples were washed by ethanol and dried in
air naturally. The obtained samples were denoted as ZnAl-LDH-NO3−.
ZnAl-LDH-NO3− were then immersed in 0.05M aqueous sodium lau-
rate solution for 4 h at 50℃. After washing by ethanol, the final product
was labelled as ZnAl-LDH-La. Besides, ZnAl-LDH-NO3- were immersed
in 0.1M NaVO3 solution for 2 h at 50℃, the pH of which was adjusted
to 8.4 with 0.1 M NaOH. The obtained samples were denoted as ZnAl-
LDH-VOx. ZnAl-LDH-VOx was then immersed in 0.05M aqueous so-
dium laurate solution for 4 h at 50℃. After washing, the final product
was denoted as ZnAl-LDH-VOx-La.
2.3. Surface characterization
The top-view morphology of the surface of different samples was
imaged by scanning electronic microscope (SEM, Hitachi FE-SEM
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4800). The element composition was also analysed by energy dispersive
X-ray spectroscopy (EDS). For cross-sectional view, the samples were
machined by ultramicrotomy (UC; EM UC7, Leica, Germany) with a
diamond knife. The cross-sectional images of the LDH films were ob-
tained by field emission scanning electron microscopy (FE-SEM, JSM-
7800 F, JEOL, Japan). The wide-angle X-ray diffraction (XRD) patterns
were measured by the following conditions: 40 kV, 30mA, and Cu Kα
radiation (λ=1.5406 Å), the samples were tested from 5 to 40° at a
scanning rate of 10°/min. The small-angle XRD pattern was performed
according to the following conditions: 35 kV, 15mA, Cu Kα radiation
(λ=1.5406 Å), and the samples were tested from 2-10° at a scanning
rate of 1°/min. Attenuated Total Reflection Fourier Transform Infrared
spectroscopy (ATR-FTIR, Nicolet IS10 Thermo Scientific, USA) were
obtained in the range of 4000–525 cm−1 at a resolution of 4 cm−1 using
16 scans, and diamond was used as the crystal. The static water contact
angle (CA) and sliding angle (SA) were measured by a water drop vo-
lume of 4 μL with a dosing rate of 1 μL/s using a contact-angle meter
(DSA100, Dataphysics, Germany) at ambient temperature.
2.4. Electrochemical measurements
The electrochemical experiments were performed in a three-elec-
trode cell, where the platinum sheet was used as the counter electrode,
the saturated calomel electrode (SCE) was used as the reference elec-
trode and the prepared sample was used as the working electrode. The
samples were immersed in 3.5 wt.% NaCl solution for at least 1 h to
reach a steady state before they were subjected to electrochemical
impedance spectra (EIS) test and the polarization test successively. The
EIS test was carried out at OCP and the selected frequency range was
from 100 kHz to 10mHz with an amplitude of 10mV. The EIS data
were fitted using different equivalent circuits with Zview 3.1. The po-
larization curves were recorded from −0.2 V vs. OCP (SCE) to 0.2 V vs.
OCP (SCE) at 1mV/s. The related parameters including Tafel constants
(ba and bc) and corrosion current densities (icorr) were obtained by fit-
ting the polarization data in the vicinity of Ecorr ± 100mV (SCE) by
General Purpose Electrochemical System (GPES) equipped with
Corrosion Rate Procedure carried out on an Autolab measurement
system, which was adopted in the previous published work [14,30].
Each test was performed at least three times to guarantee the re-
producibility. All the potentials in this paper were referred to SCE.
The EN measurements were carried out in a three electrode cell
under OCP consisting of two identical electrodes with an artificial de-
fect (dimension of 1 cm2) and a saturated calomel reference electrode.
Autolab ((Metrohm China Limited) was used for EN measurements with
sampling of 2 Hz. The duration of the measurement was 1024s and the
data was collected after immersion for 1 h, 4 h, 8 h and 24 h. The data
were processed through Hilbert-Huang transform (HHT) using Matlab
from MathWorks.
3. Results and discussion
3.1. Characterization
3.1.1. Morphologies and surface wettability of different LDH samples
The morphology of the as-prepared films was characterized by SEM
images. As can be seen from Fig. 1a1 and a2, the ZnAl-LDH-NO3− was
composed of curved hexagonal platelets lying perpendicularly to the
substrate, which was in good accordance with the reported literature
[33]. After treatment with sodium laurate, the morphology of the film
changed considerably (Fig. 1b1 and b2). The LDH platelets were
transformed from being perpendicular to the surface to disordered ar-
rangement on the surface of Al substrate. It was reported that the dis-
ordered arrangement of LDH platelets may play a role in relieving the
considerable stress induced by the intercalation of the laurate anions
[29,30]. It can be clearly seen from Fig. 1c1 and c2 that the morphology
almost remained unchanged after the intercalation with vanadates,
except for that the thickness of the LDH platelets slightly increased. In
Fig. 1d1 and d2, the LDH platelets also appeared randomly on the
surface after modification with both sodium vanadate and sodium
laurate, and related reasons have been demonstrated as above. Fig. 1a3-
d3 presents the surface wettability of different samples. The ZnAl-LDH-
NO3- and ZnAl-LDH-VOx samples are hydrophilic with the water con-
tact angles of 25.1 ± 0.3° and 19.7 ± 4.9°, respectively, while the
samples of ZnAl-LDH-La and ZnAl-LDH-VOx-La are superhydrophobic
with the water contact angles higher than 150°. In addition, the sliding
angles of the two superhydrophobic samples were also measured, both
of which were less than 3°. The side view of the above samples are
shown in Fig. 2. The thickness of the ZnAl-LDH and ZnAl-LDH-VOx film
was approximately 2.5 μm. After the intercalation of laurate anions in
the gallery, the thickness of the ZnAl-LDH-La and ZnAl-LDH-VOx-La
film increased obviously with an approximate value of 4.0 μm mainly
induced by the intercalation of the laurate anions as the arbitrary ar-
rangement of LDH platelets may play a role in relieving the consider-
able stress [29,30].
3.1.2. XRD spectra of different LDH samples
As can be seen from curve a in Fig. 3a, the XRD pattern of the ZnAl-
LDH-NO3− film shows peaks at 9.9° and 19.9°, corresponding to the
(003) and (006) reflections of an LDH phase with a basal spacing of
0.893 nm. This value was consistent with the reported literature for
nitrate loaded ZnAl-LDH [34]. After immersion in 3.5 wt.% NaCl for
2 h, the peak attributed to (003) plane was split into two peaks (curve a
in Fig. 3d). One still appeared at 10.0°, and the other appeared at 11.4°.
The former peak can be assigned to the remaining nitrates in the gal-
lery, while the latter one was due to newly intercalated chlorides as a
result of the anion-exchange reaction between the nitrates in the gallery
and the chlorides in the corrosive medium. This result verified the oc-
currence of the anion-exchange reaction. After treatment with sodium
laurate, several peaks at low angles were observed (2.6°, 5.2°, 7.8°,
10.4°and 13.0°), which can be indexed as the (003), (006), (009),
(0012) and (0015) reflections of a LDH phase (Fig. 3a curve b and
Fig. 3b) [29,30]. According to the Bragg’s Law, the gallery height can
be calculated to be 3.40 nm, which was in good accordance with the
value of laurate intercalated LDH in the reported literature [29,30].
After immersion in 3.5 wt.% NaCl solution for 2 h, the XRD pattern
showed no obvious change compared with the as-prepared sample
(Fig. 3d curve b and Fig. 3e). This was mainly due to an air film formed
on the superhydrophobic surface, which impeded the contact between
the LDH surface and the corrosive medium. After the ZnAl-LDH-NO3-
was modified by vanadates, the peaks corresponding to (003) and (006)
reflections were shifted to the lower angles (Fig. 3a curve c), which
appeared at about 9.3° and 18.8° with a basal spacing of 0.95 nm [35].
This verified the intercalation of V2O74- via anion-exchange between
nitrate in the interlayer and V2O74- in the treatment solution. The curve
c in Fig. 3d shows no change in comparison with curve c in Fig. 3a,
indicating that chlorides failed to intercalate into the gallery of the LDH
structure due to the strong affinity of V2O74- with the interlayer [35]. As
can be seen from Fig. 3a curve d and Fig. 3c, when the ZnAl-LDH-NO3-
was treated with sodium vanadate and sodium laurate successively, the
obtained ZnAl-LDH-VOx-La presented peaks assigned to the inter-
calated V2O74- (9.3°) and laurate (2.6°, 5.1°, 7.7°,10.4°and 12.9°),
however, the intensity of the peaks decreased obviously, which may be
caused by the co-intercalation of the two anions. After immersion in
NaCl solution for 2 h, the peaks remained unchanged since chlorides
didn’t take part in anion-exchange reaction with vanadates and lau-
rates.
3.1.3. Chemical composition of different samples after immersion in 3.5 wt.
% NaCl solution
The EDS results were obtained from samples after immersion in
3.5 wt.% NaCl solution for 2 h. As can be seen from Fig. 4, Cl appeared
only in the EDS spectrum of ZnAl-LDH-NO3- with an atomic percentage
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Fig. 1. Top-view and surface wettability of the as-prepared (a1, a2) ZnAl-LDH-NO3-, (b1, b2) ZnAl-LDH-La, (c1, c2) ZnAl-LDH-VOx and (d1, d2) ZnAl-LDH-VOx-La at
low and high magnification, respectively.
Fig. 2. Side-view of the as-prepared (a) ZnAl-LDH-NO3−, (b) ZnAl-LDH-La, (c) ZnAl-LDH-VOx and (d) ZnAl-LDH-VOx-La.
Fig. 3. Wide-angle XRD patterns of samples (a) as-prepared (d) after immersion in 3.5 wt.% NaCl solution for 2 h.(curve a: ZnAl-LDH-NO3−, curve b: ZnAl-LDH-La,
curve c: ZnAl-LDH-VOx, curve d:ZnAl-LDH-VOx-La); small-angle XRD patterns of ZnAl-LDH-La (b) as-prepared and (e) after immersion in 3.5 wt.% NaCl solution for
2 h; small-angle XRD patterns of ZnAl-LDH-VOx-La (c) as-prepared and (f) after immersion in 3.5 wt.% NaCl solution for 2 h.
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about 5%. This is due to the anion-exchange reaction between the in-
terlayer NO3- with Cl- in the NaCl solution [36]. Nitrates are easier
displaceable from the LDH structure compared with sulfate and car-
bonate anions. The reason for this phenomenon is that the propensity
for some anions available in solution to exchange with “guest” anions in
the LDH structure depends on the charge of anion involved [35].
Therefore, the nitrate intercalated LDHs are used as precursors for LDHs
intercalated with other complex anions. As shown in Fig. 4b, Cl cannot
be detected by EDS as a result of an air film formed on the super-
hydrophobic surface by the modification by laurates. The air film acted
as a strong physical barrier, impeding the attack of water molecules and
aggressive ions in the corrosive medium. Also, the C content increased
dramatically, which can be attributed to the modification of laurates. In
Fig. 4c, V appeared in the EDS spectra of ZnAl-LDH-VOx film, however,
Cl was not observed since the anion-exchange reaction did not take
place between the V2O74- in the gallery and the chlorides in the solution
during an immersion period of 2 h due to the strong affinity of the
V2O74- anions with the LDH layers. As can be seen from Fig. 4d, V
appeared in the spectra and also C increased considerably, indicating
the co-intercalation of vanadates and laurates. The sample containing
vanadates and laurates shows a strong decrease in vanadates. The
reasons can be stated as follows. On one hand, the co-intercalation of
these two anions (vanadates and laurates) contributed to the less per-
centage of vanadates. On the other hand, lots of laurate anions ad-
sorbed on the surface of LDH, which could also result in a decrease of
detected vanadates [32]. The EDS results are in perfect accordance with
the XRD results in Fig. 3.
3.1.4. ATR-FTIR result of different LDH samples
Fig. 5 depicts the ATR-FTIR spectra of different samples. The peaks
at 1345 cm-1 and 1637 cm-1 in the spectrum of ZnAl-LDH-NO3- can be
attributed to the intercalated nitrate ions and the bending vibration of
interlayer water molecules, respectively. A broad peak in the range of
3000−3500 cm-1 was due to the HeOHe stretching vibration of water
molecules in the gallery of ZnAl-LDH-NO3-. The peak occurred at
607 cm-1 belonged to Al-O vibration. In the spectra of ZnAl-LDH-La, two
peaks appeared at 2918 cm-1 and 2849 cm-1, which can be assigned to
the alkyl C–H groups [37]. The other two peaks appearing at 1595 cm-1
and 1409 cm-1 were due to the asymmetric and symmetric vibration of
COO- groups [38]. As for ZnAl-LDH-VOx, a small peak at 1356 cm-1 can
be ascribed to the remaining nitrates in the gallery due to the
incomplete anion-exchange reaction between nitrates and vanadates. In
addition, a new peak occurred at 899 cm-1, which was associated with
the stretching vibration of vanadates, suggesting the presence of va-
nadates in the interlayer [28,39]. In the case of ZnAl-LDH-VOx-La,
strong peaks at 2917 cm-1, 2848 cm-1, 1594 cm-1 and 1409 cm-1 were
observed, indicating the existence of laurates in the gallery. Besides, a
small peak belonging to vanadates at 893 cm-1 appeared. The above
result demonstrates that the laurates and vanadates co-existed in ZnAl-
LDHs-VOx-La.
3.2. The corrosion protection property of the prepared ZnAl-LDH films
3.2.1. Polarization test on different LDH samples
The protection behaviour of the LDH-related samples was evaluated
by the polarization curves. Fig. 6 presents typical polarization curves of
different samples in 3.5 wt.% NaCl solution. According to Fig. 6, bare Al
substrate shows the highest corrosion current density among all the
samples with a corrosion potential around -0.95 V (vs. SCE). When
ZnAl-LDH-NO3- film grew on the Al substrate, the corrosion potential
was moved to the positive direction with a lower corrosion current
density, indicating the protection effect of the ZnAl-LDH-NO3- film for
Fig. 4. EDS results of (a) the ZnAl-LDH-NO3-, (b) ZnAl-LDH-La, (c) ZnAl-LDH-VOx and (d) ZnAl-LDH-VOx-La after immersion in 3.5 wt.% NaCl solution for 2 h.
Fig. 5. ATR-FTIR spectra of as-prepared (a) ZnAl-LDH-NO3-, (b) ZnAl-LDH-La,
(c) ZnAl-LDH-VOx and (d) ZnAl-LDH-VOx-La.
Y. Cao, et al. Corrosion Science 164 (2020) 108340
5
the underlying substrate due to the physical barrier effect and the ca-
pacity of absorbing chlorides. When the ZnAl-LDH-NO3- film was
treated with sodium vanadate and sodium laurate, respectively, the
obtained ZnAl-LDH-VOx and ZnAl-LDH-La shows further reduction of
the corrosion current density, however, the corrosion potential of the
former one was moved to the negative direction while the latter was
moved to the positive direction obviously. It is worthy to note that the
ZnAl-LDH-VOx-La demonstrates the lowest corrosion current density
among all the samples, suggesting its effective protection effect for the
underlying Al substrates. This can be attributed to the dual function of
the intercalated vanadates and laurates. On one hand, the modification
of laurates decreases the surface energy of ZnAl-LDH-VOx-La and makes
it superhydrophobic, and the “air film” preventing the attack of water
molecules and chlorides strongly. On the other hand, the intercalated
vanadates closely interact with the LDHs layer and chlorides can hardly
get into the gallery of LDHs by anion-exchange reaction with vanadates
in the interlayer due to its strong affinity with LDHs in a short time.
Also, vanadates can act as inhibitors and prevent the metal from cor-
rosion.
The electrochemical parameters including the corrosion potential
(Ecorr), corrosion current density (icorr) and the Tafel constants (βc and
βa) were obtained by extrapolating the polarization data by General
Purpose Electrochemical System (GPES) equipped with Corrosion Rate
Procedure according to the following equation [40,41]:
= ⎧
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E E
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As can be seen from Table 1, the obtained corrosion current density
shows the similar trend in Fig.6.
Fig. 6. Polarization curves in 3.5 wt.% NaCl solution of different samples.
Table 1
The electrochemical parameters estimated from polarization data in Fig. 6.
Samples Ecorr/mV (SCE) ba/mV dec-1 bc/mV dec-1 icorr/nA cm−2
Al −937 ± 19 644 ± 246 −336 ± 74 4454 ± 1360
ZnAl-LDH-NO3- −832 ± 11 756 ± 187 −422 ± 101 117.4 ± 35.0
ZnAl-LDH-La −755 ± 32 323 ± 12 −359 ± 16 67.4 ± 22.5
ZnAl-LDH-VOx −950 ± 65 200 ± 11 −67 ± 7 5.19 ± 0.068
ZnAl-LDH-VOx-
La
−852 ± 54 252 ± 5 −165 ± 14 5.66 ± 0.056
Fig. 7. (a) Nyquist plots, (b) Impedance-frequency Bode plots and (c) Phase-frequency Bode plots of blank Al in 3.5 wt.% NaCl solution after immersion for different
time; (d) The equivalent circuit used to simulate EIS data at different stages.
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3.2.2. EIS investigations of LDH samples with artificial defects
In order to investigate the self-healing ability of different LDH
samples, a defect was made by a sharp knife on the surface of them and
the underlying Al substrate was exposed. The artificial defect was 6mm
in length and 100 μm in width. The EIS tests were performed on dif-
ferent samples with an artificial defect immersed in 3.5 wt.% NaCl so-
lutions for different exposure period. For comparison, blank Al sub-
strate was subjected to the EIS test as well. Nyquist and Bode diagrams
are presented in Figs. 7–11. In addition, the equivalent circuits used to
fit the EIS data in different periods are also shown in each figure. The
corresponding fitting results are shown in Tables 2–7.
Fig. 7 shows the EIS spectra changes of blank Al substrate along
with the immersion time. It can be seen clearly that electrical in-
ductance appeared in the Nyquist spectra in 1 h, indicating serious
dissolution of Al. The electrical inductance disappeared after immersion
for 8 h, which can be attributed to the accumulation of the corrosion
products. The equivalent circuits in Fig. 7d were used for data fitting,
where Rs represents the solution resistance, Rct is the charge transfer
resistance and CPE is the double layer capacitance. In addition, RL is the
inductance resistance and L means the electrical inductance. The fitting
results of the EIS data based on the equivalent circuit are shown in
Table 2.
In Fig. 8, the EIS spectra of ZnAl-LDH-NO3- sample with an artificial
scratch after immersion in NaCl for different time was demonstrated.
For comparison, the sample without defect was also shown. It is clear
that the impedance of ZnAl-LDH-NO3- with defect declined greatly after
immersion for 1 h in comparison with the sample without defect. This is
because the underlying Al was exposed to the corrosive medium after
the defect appeared and corrosion was initiated quickly. The impedance
arc kept almost unchanged during the initial 8 h and increased ob-
viously after 24 h. According to Fig. 8c, the phase angle peak narrowed
after the defect appeared, which can be regarded as another signal of
corrosion occurrence. Two equivalent circuits in Fig. 8d were chosen
for fitting the EIS spectra of ZnAl-LDH-NO3- without and with defect,
respectively. In the first equivalent circuit, the Rs is the solution re-
sistance, the first time constant is related to the outer porous LDH film
response and the second time constant can be ascribed to the response
of the inner compact LDH film [28]. Rout and Rinn are the resistance of
the outer LDH film and the inner LDH film, respectively. In addition,
CPEout and CPEinn are the constant phase element of the outer LDH film
and the inner LDH film, respectively. There is one time constant in the
second equivalent circuit, Rct is the charge transfer resistance and CPEdl
is the double layer capacitance. They represent the response from the
corrosion activities. The fitting results of the EIS data are shown in
Table 3. According to Table 3, the values of Rct remained almost stable
in spite of some small fluctuations during the immersion of the first 8 h,
and it increased considerably after 24 h, which were mainly due to the
fact that more corrosion product accumulated at the corrosion sites and
inhibited the development of corrosion to some degree.
As shown in Fig. 9, the impedance arc of ZnAl-LDH-La decreased
dramatically upon the presence of the defect and it continued to decline
gradually with time going on. The reasons can be explained as follows.
The air film was destroyed and electrolyte reached the exposed sub-
strates. The above result suggest that the intercalated laurates did not
play a significant role in corrosion inhibition and corrosion propagated
in this system. More detailed information can be obtained from the
Bode plot in Fig. 9c. As can be seen from Fig. 9c, the intact ZnAl-LDH-La
demonstrated an obvious phase angle peak at high frequencies, which
Fig. 8. (a) Nyquist plots, (b) Impedance-frequency Bode plots and (c) Phase-frequency Bode plots of ZnAl-LDH-NO3- with an artificial defect in 3.5 wt.% NaCl
solution after immersion for different time; (d) The equivalent circuit used to simulate EIS data at different stages.
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can be ascribed to the insulative air film on the surface. The first
equivalent circuit in Fig. 9d was used to fit the EIS data [32,42]. Among
all the elements, CPEair was introduced to describe the insulative air
film in this system. In addition, Rout and CPEout are the resistance and
the constant phase element of the outer LDH film. In addition, Rinn and
CPEinn are the resistance and the constant phase element of the inner
LDH film. However, only one phase angle peak can be observed after
the defect was made for 1 h, corresponding to the occurrence of cor-
rosion. The second equivalent circuit in Fig. 9d with one time constant
related to the response of the corrosion reaction was used to fit the EIS
data at this time. After immersion of 4 h, one additional phase angle
peak occurred in the Bode spectra. According to the literature, the
laurates are able to adsorb on the metal oxide surface by electrostatic
interaction [37,43]. Therefore, the new phase angle peak can be at-
tributed to the adsorption of laurates on the exposed surface at the
defect area. However, it is reported that the interaction between the
eCOO−groups of aliphatic acid such as laurates and the surface are not
strong enough due to the low electron density on COOe− and per-
meated aggressive chlorides can displace the adsorbed laurates gradu-
ally [43]. Consequentially, the new peak at high frequencies became
obscure after immersion for 24 h in Fig. 9c. The third equivalent circuit
in Fig. 9d with another additional time constant corresponding to the
newly formed laurate film was adopted to simulate the EIS data in the
immersion period of 4 h–24 h, where Rf and CPEf represent the re-
sistance and constant phase element of protective films formed from
laurates. The fitting results are shown in Table 4. As can be seen from
Table 4, the values of Rct declined gradually, suggesting the propaga-
tion of corrosion. The higher Rct values suggest a better protection
ability of ZnAl-LDH-La in comparison with those of ZnAl-LDH-NO3-. It
can be concluded that the laurates play a role in preventing the attack
of aggressive anions, however, the effect is not so conspicuous due to
their own structure characteristics.
Fig. 10 presents the EIS spectra changes of ZnAl-LDH-VOx before
and after the defect appeared. It is clear that the impedance arc de-
clined considerably upon the presence of defect, demonstrating the
initiation of corrosion. However, the impedance arc increased gradually
with time going on, which can be attributed to the self-healing beha-
viour of the LDH film intercalated with vanadates. Once corrosion oc-
curred, the loaded vanadates were released to the environment and
acted as effective inhibitors. As a result, the defect sites were repaired
and corrosion was inhibited efficiently. Accordingly, Fig. 10c presents
the Bode plots at different immersion period. As can be seen from
Fig. 10c, one additional phase angle peak can be observed for ZnAl-
LDH-VOx upon the existence of defect, which probably corresponded to
the compact film at the defect by the interaction between vanadates and
surface. However, this newly peak became obscure after immersion of
24 h. The related reason was quite different from that for Fig. 9c. It was
likely due to formation of a denser and more compact reparation film at
the scratched area and the two phase angle peaks overlapped with each
other because the resistance increased gradually [26,44–46]. The first
equivalent circuit in Fig. 10d was adopted to simulate the data of ZnAl-
LDH-VOx without defect. The meaning of all the element in this
equivalent circuit was the same as those of ZnAl-LDH-NO3- without
defect. Another equivalent circuit consisting of two time constants was
used for fitting ZnAl-LDH-VOx with a defect, where one time constant
was related to the corrosion process and the other was associated with
the reparation film formed at the defect area. Rct is the charge transfer
resistance and CPEdl is the double layer capacitance. In addition, Rf and
Fig. 9. (a) Nyquist plots, (b) Impedance-frequency Bode plots and (c) Phase-frequency Bode plots of ZnAl-LDH-La with an artificial defect in 3.5 wt.% NaCl solution
after immersion for different time; (d) The equivalent circuit used to simulate EIS data at different stages.
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CPEf represent the resistance and constant phase element of protective
films formed from vanadates. According to the fitting results in Table 5,
Rct increased gradually from 3229 ± 1799 kΩ cm2 to
5461 ± 2381 kΩ cm2 after immersion for 24 h.
In Fig. 11, the EIS spectra changes of ZnAl-LDH-VOx-La are shown.
The impedance arc in the Nyquist spectra of the sample decreased ob-
viously upon the presence of the defect. However, the arc increased
significantly after immersion for 8 h. This phenomenon reflects the self-
healing ability of ZnAl-LDH-VOx-La. The sample could realize self-re-
paration when corrosion was initiated. It can be seen clearly from
Fig. 11b that the impedance in a wide range of high frequencies was
remarkably higher than that of the other samples due to the existence of
an insulative air film on the sample surface. This result was in good
agreement with the phase angle plot vs. frequency in Fig. 11c, where
the black line (intact ZnAl-LDH-VOx-La) shows high phase angle peaks
at high frequencies. After the defect was made, the phase angle peak at
high frequencies disappeared, indicating the escaping of air film due to
the presence of artificial defect. Besides, a new peak in the range of 103
to 104 Hz appeared probably due to the formation of a film by the
combined action of vanadates and laurates. This peak became unclear
gradually with time going on maybe mainly due to formation of a
denser and more compact reparation film by the vanadates. The first
equivalent circuit in Fig. 11d is used to fit EIS data of ZnAl-LDH-VOx-La
without defect, which is the same as that in Fig. 9d for fitting ZnAl-LDH-
La without defect. In the second circuit in Fig. 11d, the first time con-
stant was related to the reparation film at the defect caused by vana-
dates and laurates and the second one corresponded to the electro-
chemical activity. Rct is the charge transfer resistance and CPEdl is the
double layer capacitance. In addition, Rf and CPEf mean the resistance
and constant phase element of protective films formed from vanadates
and laurates. According to the fitting results in Table 6, the changes of
Rct values demonstrated the self-healing ability of the ZnAl-LDH-VOx-
La samples.
Table 7 presents the EIS fitting results of ZnAl-LDH-NO3-, ZnAl-
LDH-La, ZnAl-LDH-VOx and ZnAl-LDH-VOx-La without defects after
immersion in 3.5 wt.% NaCl solution for 1 h, respectively. According to
Table 7, the resistance of the outer LDH layer varied greatly. The Rout
value of ZnAl-LDH-NO3- was 25.7 ± 4.4Ω cm2, while the intercalation
of vanadates led to a value of 147.5 ± 17.3Ω cm2. The result may be
related to the great affinity of vanadates with the interlayer. As a result,
it is difficult for chlorides to get into the gallery of LDH by anion ex-
change reaction and thus the resistance of the outer LDH layer in-
creased. As for ZnAl-LDH-La and ZnAl-LDH-VOx-La, the outer LDH
layer resistance increased to 153525 ± 18335 and
63263 ± 33720Ω cm2, respectively. The underlying reason for this
phenomenon was that an air film existed on the sample surface and
water cannot permeate into the outer loose LDH layer. In addition, the
intercalation of laurates and vanadates was also able to increase the
difficulties of chloride attack. Therefore, this layer was protected well
and the layer resistance increased greatly. The value of Rinn can be
listed in the following order: ZnAl-LDH-VOx-La > ZnAl-LDH-VOx >
ZnAl-LDH-La > ZnAl-LDH-NO3-. This result demonstrated the better
protection ability of ZnAl-LDH-VOx-La than that of ZnAl-LDH-VOx or
ZnAl-LDH-La, verifying the synergetic effect of the co-intercalated an-
ions.
Fig. 12 illustrates the evolution of Rct of different samples along
with immersion time upon the appearance of artificial defect. As can be
seen from Fig. 12, the Rct value was quite small for the sample of ZnAl-
Fig. 10. Nyquist plots, (b) Impedance-frequency Bode plots and (c) Phase-frequency Bode plots of ZnAl-LDH-VOx with an artificial defect in 3.5 wt.% NaCl solution
after immersion for different time; (d) The equivalent circuit used to simulate EIS data at different stages.
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LDH-NO3-. This can be ascribed to the occurrence of corrosion at the
defect site. It increased a little bit along with the immersion time re-
sulting from the accumulation of corrosion products. As for ZnAl-LDH-
La, Rct dropped obviously after the defect appeared and then it con-
tinued to decrease with time going on, indicating further development
of corrosion. It can be concluded that the intercalated laurates cannot
provide efficient protection for the underlying substrate even though
the Rct values were larger than those of ZnAl-LDH-NO3-. ZnAl-LDH-VOx
and ZnAl-LDH-VOx-La present similar trend. Both the values of Rct
increased gradually with the prolonged immersion time and kept al-
most stable after 24 h. This result clearly demonstrate the self-healing
capability of ZnAl-LDH-VOx and ZnAl-LDH-VOx-La. When the defect
appeared, corrosion was initiated quickly. The released vanadates in-
teracted with the surface and formed compact films at the defect sites,
therefore, corrosion was inhibited in this way.
The EN test was also used to evaluate the difference in corrosion
protection ability of different LDH films. Fig. 13 demonstrates the
Hilbert spectra of EN current signal obtained for blank Al, ZnAl-LDH-
NO3-, ZnAl-LDH-La, ZnAl-LDH-VOx and ZnAl-LDH-VOx-La with artifi-
cial defects after 24 h immersion in 3.5 wt.% NaCl solution. As can be
seen from Fig. 13a, large low frequency contribution appeared along
the whole time axis for blank Al, ZnAl-LDH-NO3- and ZnAl-LDH-La,
indicating the trend of general corrosion. On the contrary, low fre-
quency components decreased considerably for the sample of ZnAl-
LDH-VOx and ZnAl-LDH-VOx-La while obvious signals of high fre-
quency components along the entire time axis occurred. It has been
reported that high frequency components show tendency toward loca-
lized corrosion at the defect sites [47]. Therefore, it can be concluded
Fig. 11. Nyquist plots, (b) Impedance-frequency Bode plots and (c) Phase-frequency Bode plots of ZnAl-LDH-VOx-La with an artificial defect in 3.5 wt.% NaCl
solution after immersion for different time; (d) The equivalent circuit used to simulate EIS data at different stages.
Table 2
The parameters fitted from EIS results in Fig. 7.
Al Rs (Ω cm2) Rct (kΩ cm2) CPE RL (kΩ cm2) L (H cm2)
Y0(10-5Ω-1 cm-2 sn) n
1 h 23.1 ± 5.0 37.6 ± 12.1 10.1 ± 3.5 0.75 10.6 ± 4.1 31058 ± 16489
8 h 22.5 ± 4.2 28.3 ± 8.3 6.2 ± 1.6 0.77 \ \
24 h 22.9 ± 3.2 30.7 ± 1.4 5.4 ± 1.7 0.80 \ \
Table 3
The parameters fitted from EIS results in Fig. 8.
ZnAl-LDH-NO3- Rs (Ω cm2) Rct (kΩ cm2) CPEdl
Y0 (10-6Ω-1 cm-2 sn) n
1 h 22.8 ± 1.8 120.6 ± 17.1 8.8 ± 0.9 0.92
4 h 33.0 ± 12.0 118.0 ± 8.6 8.8 ± 0.9 0.92
8 h 22.6 ± 1.5 121.9 ± 10.0 9.1 ± 0.8 0.92
24 h 23.2 ± 1.5 150.0 ± 9.7 9.6 ± 1.0 0.92
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that a protective film was formed at the scratched area, which pre-
vented further corrosion propagation towards general corrosion, on the
contrary, restricted the corrosion activity to the local sites [48]. The
above result verified the strong self-healing ability of ZnAl-LDH-VOx
and ZnAl-LDH-VOx-La, which supported the EIS data in Figs. 7–11
powerfully.
The morphology of the scratched area after immersion in 3.5 wt.%
NaCl for 24 h was observed carefully by SEM. As shown in Fig. 14 a1-
a2, lots of corrosion products can be observed at the defect of ZnAl-
LDH-NO3-, indicating serious corrosion. The accumulation of the cor-
rosion products were responsible for the slight increase of the Rct values
in Table 3. As for the sample of ZnAl-LDH-La (Fig. 14b1–b2), corrosion
products can also be observed clearly, however, the amount was
slightly smaller than that in the case of ZnAl-LDH-NO3-, which can be
attributed to the protective effect of laurates to some degree. In
Fig. 14c1–c2 and d1-d2, almost no corrosion products can be observed
in the defect area of ZnAl-LDH-VOx and ZnAl-LDH-VOx-La, suggesting
their excellent protection effect for the exposed substrates upon the
presence of artificial scratches.
3.2.3. EIS investigations of LDH samples without an artificial defect
The influence of the co-intercalation of vanadates and laurates on
the corrosion protection effect of LDH films without artificial defect was
also studied by EIS investigations. Different LDH samples were im-
mersed in 3.5 wt.% NaCl for a long time and EIS spectra were collected
Table 4
The parameters fitted from EIS results in Fig. 9.
ZnAl-LDH-La Rs (Ω cm2) Rf (kΩ cm2) CPEf Rct (kΩ cm2) CPEdl
Y0(10-6Ω−1 cm−2 sn) n Y0 (10-6Ω-1 cm-2 sn) n
1 h 61.5 ± 25.7 \ \ \ 398.1 ± 0.1 3.5 ± 2.7 0.81
4 h 56.5 ± 8.3 15.4 ± 6.5 1.5 ± 0.5 0.77 408.2 ± 134.0 4.7 ± 1.3 0.78
8 h 44.3 ± 10.5 14.6 ± 4.2 3.2 ± 1.5 0.74 246.9 ± 34.3 3.8 ± 2.6 0.88
24 h 39.1 ± 10.6 1.0 ± 0.4 5.4 ± 0.5 0.72 234.6 ± 67.8 2.8 ± 0.1 0.87
Table 5
The parameters fitted from EIS results in Fig. 10.
ZnAl-LDH-VOx Rs (Ω cm2) Rf (kΩ cm2) CPEf Rct (kΩ cm2) CPEdl
Y0(10-6Ω-1 cm-2 sn) n Y0 (10-6Ω-1 cm-2 sn) n
1 h 26.1 ± 3.8 1.0 ± 0.2 5.4 ± 1.6 0.77 3229 ± 1799 6.3 ± 2.5 0.93
4 h 26.7 ± 3.2 0.6 ± 0.1 5.3 ± 0.8 0.81 3695 ± 1745 6.3 ± 2.1 0.94
8 h 26.5 ± 2.5 0.5 ± 0.1 5.1 ± 0.4 0.82 4750 ± 1250 6.3 ± 2.0 0.94
24 h 24.9 ± 4.5 0.3 ± 0.1 5.6 ± 0.8 0.86 5461 ± 2381 6.9 ± 1.4 0.95
Table 6
The parameters fitted from EIS results in Fig. 11.
ZnAl-LDH-VOx-La Rs (Ω cm2) Rf (kΩ cm2) CPEf Rct (kΩ cm2) CPEdl
Y0(10-6Ω-1 cm-2 sn) n Y0 (10-6Ω-1 cm-2 sn) n
1 h 38.3 ± 2.8 2.4 ± 0.4 2.0 ± 0.3 0.75 5480 ± 1500 3.3 ± 0.3 0.88
4 h 33.4 ± 3.2 0.8 ± 0.4 2.7 ± 0.2 0.78 4612 ± 1272 3.5 ± 0.3 0.89
8 h 21.7 ± 0.6 0.7 ± 0.4 4.4 ± 0.8 0.85 5783 ± 619 3.6 ± 0.3 0.91
24 h 19.5 ± 0.8 0.3 ± 0.1 4.9 ± 0.6 0.88 5440 ± 870 3.1 ± 0.5 0.93
Table 7
The parameters fitted from EIS results in Figs. 7–11.
Sample CPEair Rs (Ω cm2) Rout (Ω cm2) CPEout Rinn (kΩ cm2) CPEinnout
Y0 (10-10Ω-1 cm-2 sn) n Y0 (10-6Ω-1 cm-2 sn) n Y0 (10-6Ω-1 cm-2 sn) n
ZnAl-LDH-NO3- \ \ 17.1 ± 0.2 25.7 ± 4.4 5.8 ± 0.8 0.99 308.3 ± 75.9 13.2 ± 1.4 0.79
ZnAl-LDH-La 10.3 ± 2.7 0.98 22.0 ± 1.9 153525 ± 18335 1.6 ± 0.8 0.41 1319 ± 42 8.7 ± 1.9 0.95
ZnAl-LDH-VOx \ \ 18.9 ± 1.9 147.5 ± 17.3 6.8 ± 0.1 0.80 6466 ± 484 7.7 ± 1.6 0.92
ZnAl-LDH-VOx-La 12.1 ± 1.5 0.99 30.3 ± 9.8 63263 ± 33720 0.6 ± 0.1 0.46 46044 ± 6204 5.1 ± 1.4 0.88
Fig. 12. The evolution of Rct of different samples along with immersion time
upon the appearance of artificial defect.
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at certain intervals.
In our previous unpublished work, the long-term corrosion protec-
tion mechanism of ZnAl-LDH-NO3- was investigated by monitoring EIS
spectra changes for a long period up to 39 d. The result indicated that
the ZnAl-LDH-NO3- film could provide efficient protection for the Al
substrate for 21 d, resulting from the physical barrier role of the inner
LDH film itself and the anion exchange reaction between the inter-
calated nitrates and the chlorides in the solution. After 28 d, the sub-
strate suffered from serious corrosion.
Fig. 15 presents the EIS results of ZnAl-LDH-La in 3.5 wt.% NaCl
solution in a period of 35 d. As can be seen from Fig. 15a clearly, the
impedance was still higher than that of ZnAl-LDH-NO3- even though the
impedance arc of ZnAl-LDH-La decreased gradually. The main reason is
that the air on the superhydrophobic surface escaped and the corrosive
medium penetrated into the LDH film. The total resistance of this
system can be ascribed to the air film on the superhydrophobic surface
and the physical barrier role of the LDH film itself. In addition, the
anion exchange reaction between laurates and chlorides was hard to
Fig. 13. The Hilbert spectra of EN current signal obtained for (a) blank Al, (b) ZnAl-LDH-NO3-, (c) ZnAl-LDH-La, (d) ZnAl-LDH-VOx and (e) ZnAl-LDH-VOx-La with
an artificial defect after 24 h immersion in 3.5 wt.% NaCl solution.
Fig. 14. The morphology of (a1-a2) ZnAl-LDH-NO3-, (b1-b2) ZnAl-LDH-La, (c1-c2) ZnAl-LDH-VOx and (d1-d2) ZnAl-LDH-VOx-La with an artificial defect after 24 h
immersion in 3.5 wt.% NaCl solution.
Fig. 15. (a) Nyquist plots, (b) Impedance-frequency Bode plots and (c) Phase-frequency Bode plots of ZnAl-LDH-La without an artificial defect in 3.5 wt.% NaCl
solution after immersion for different time.
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take place probably due to the steric repulsion effect of the long chain
of laurates, preventing the attack of chlorides to some extent. The
corresponding evidence can be found in Fig. 19. The anion exchange
reaction between laurates and chlorides was still incomplete after a
long immersion period of 35 d. The first equivalent circuit in Fig. 9d
was used to simulate the EIS data and the obtained results were shown
in Table 8. As can be seen from Table 8, the value of Rout decreased
from 1242 to 74Ω cm2 after 7 d and kept almost stable until 35 d. This
was because the air film escaped and water penetrated into the porous
outer LDH layer. The Rinn value decreased gradually because corrosion
solution ran through the inner LDH layer and reached the interface
between the metal substrate and the inner LDH layer. Although cor-
rosion was initiated, the time constant related to the electrochemical
activity was not introduced for fitting EIS data because the corre-
sponding parameter cannot be fitted well at a low frequency of 0.01 Hz.
The EIS spectra of ZnAl-LDH-VOx at different time are shown in
Fig. 16. The impedance arc declined significantly after immersion for
77 d, suggesting occurrence of serious corrosion. Correspondingly, the
phase angle peak narrowed obviously after 77 d. It is remarkable that
the resistance of this system was much larger than ZnAl-LDH-NO3- and
ZnAl-LDH-La. The increased corrosion protection ability was mainly
due to the released vanadates in addition to the physical barrier role
and the anion exchange characteristic of the film. The vanadates act as
effective inhibitors in corrosion prevention by forming a protective film
at the defect sites. The XRD spectra in Fig. 19 also demonstrated that
the anion-exchange reaction was difficult between vanadates and
chlorides because some vanadates still existed in the interlayer space
after immersion in NaCl solution for 112 d. The underlying reason is
that vanadates with high charges have great affinity with the interlayer
and cannot be replaced by chlorides easily. The first equivalent circuit
in Fig.10d was used to simulate the EIS data and the corresponding
fitting results are shown in Table 9. The gradual increase in Rinn in an
immersion period of 63 d was likely caused by the inhibition effect of
vanadates. The dramatic decrease of Rinn after immersion for 77 d in
Table 9 suggested that corrosion cannot be inhibited anymore and it
propagated quickly.
Fig. 17 demonstrates the EIS spectra changes of ZnAl-LDH-VOx-La
in a long immersion period. It can be seen clearly that the impedance
arc kept almost stable during an immersion period of 91 d in spite of
some fluctuations. The impedance arc decreased slightly after 112d.
The result indicated that ZnAl-LDH-VOx-La was able to provide effec-
tive protection for the underlying substrate in a longer time in com-
parison with ZnAl-LDH-VOx. It can be concluded that the co-inter-
calation of inhibitors and low surface energy species could play a
synergistic role in the protection performance of the film. On one hand,
the intercalated vanadates and laurates prevented the attack of chlor-
ides jointly. The evidence can be found in Fig. 19, where the vanadates
and laurates still existed in the gallery of LDHs and neither of them
were replaced by chlorides completely after a long immersion of 112 d.
On the other hand, the vanadate interacted with the surface and a
protective film can be formed at the defect site when corrosion was
initiated. At present it is not sure whether laurates participated in the
formation of this protective film and more evidence is needed in the
future. The first equivalent circuit in Fig. 9d was also used to simulate
the EIS data of ZnAl-LDH-VOx-La in a long immersion period. As can be
seen from Table 10, the value of Rout was obviously larger than other
samples in the whole immersion period. In addition, Rinn increased
obviously until 63 d and then decreased after 77 d, however, the values
were almost one order larger than that of ZnAl-LDH-VOx after the same
immersion time. The result indicated the superior protection effect of
the ZnAl-LDH-VOx-La and provided another powerful evidence for the
synergetic effect of the co-intercalated anions.
As stated above, the compact inner LDH layer act as the most im-
portant physical barrier against the attack of water molecules, there-
fore, Rinn can be regarded as an important parameter for evaluation of
film protection ability. Thus, the Rinn values at different immersion time
Table 8
The parameters fitted from EIS results in Fig. 15.
ZnAl-
LDH-La
Rs (Ω
cm2)
Rout (Ω
cm2)
CPEout Rinn(kΩ cm2) CPEinn
Y0 (10-6
Ω-1 cm-2
sn)
n Y0 (10-6
Ω-1 cm-2
sn)
n
1 d 39.9 1242 1.3 0.61 1420.5 6.9 0.95
7 d 19.9 74.2 4.9 0.89 817.8 6.9 0.89
14 d 20.1 80.9 4.7 0.90 476.6 6.7 0.90
21 d 20.3 72.4 5.1 0.91 286.2 6.9 0.91
28 d 20.5 72.5 4.8 0.92 253.7 6.9 0.92
35 d 20.3 68.5 4.9 0.92 171.1 6.8 0.92
Fig. 16. (a) Nyquist plots, (b) Impedance-frequency Bode plots and (c) Phase-frequency Bode plots of ZnAl-LDH-VOx without an artificial defect in 3.5 wt.% NaCl
solution after immersion for different time.
Table 9
The parameters fitted from EIS results in Fig. 16.
ZnAl-
LDH-
VOx
Rs(Ω cm2) Rout (Ω
cm2)
CPEout Rinn (kΩ
cm2)
CPEinn
Y0(10-6 Ω-
1 cm-2 sn)
n Y0 (10-6
Ω-1 cm-2
sn)
n
1 d 17.0 91.7 9.8 0.85 2147 5.9 0.94
7 d 16.6 87.9 9.5 0.86 1405 5.9 0.94
14 d 18.3 133.2 9.3 0.86 2647 5.7 0.94
21 d 16.8 114.7 9.6 0.85 3234 5.5 0.94
42 d 20.4 202.8 8.2 0.86 4507 5.7 0.93
63 d 21.7 245.9 7.8 0.86 5892 5.5 0.93
70 d 19.5 181.4 8.6 0.86 1750 5.5 0.93
77 d 18.7 181.4 8.4 0.86 222.0 6.9 0.91
91 d 22.4 297.9 8.2 0.85 213.0 6.6 0.91
112 d 18.8 177.9 9.2 0.85 106.7 7.9 0.90
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of various samples were plotted, which were shown in Fig. 18. Clearly,
ZnAl-LDH-NO3- and ZnAl-LDH-La presented a declining trend with the
immersion time, where the sample with laurates possessed higher Rinn
values. This result may be related to the hydrophobic air film on the
surface and the steric repulsion towards water molecules and chlorides
by laurates. For ZnAl-LDH-VOx and ZnAl-LDH-VOx-La, the Rinn values
were significantly higher than those of ZnAl-LDH -NO3- and ZnAl-LDH-
La in the whole immersion period. Both of them increased continuously
until 63 d and then started to decrease, and the values of ZnAl-LDH-
VOx-La were significantly higher than those of ZnAl-LDH-VOx.
After a long time of immersion in 3.5 wt.% NaCl solution, different
samples were collected and subjected to XRD and EDS characterization.
The obtained result is presented in Fig. 19 and 20, respectively. It
should be noted that all the characteristic peaks attributed to various
anion have been identified by different symbols in Fig. 19. It is worthy
to note that these results collaborated each other strongly. As can be
seen from Fig. 19a, ZnAl-LDH-NO3- after immersion of 39 d presents
typical peaks of (003) and (006) plane of LDH at about 11.7°and 22.8°,
which corresponded to the intercalation of chlorides. According to the
Bragg’s law, the gallery height was calculated to be 0.76 nm. This result
indicated that nitrates were replaced by the chlorides almost com-
pletely. In Fig. 19b, after immersion of 35 d, ZnAl-LDH-La showed both
peaks corresponding to chlorides and laurates, which occurred at about
11.7°and 5.1°, 7.7°, 10.4°, 13.0°, respectively. This result suggested that
the anion exchange reaction between laurates and chlorides was not
complete and some laurates still remained in the gallery. Fig. 19c de-
monstrated the XRD spectra of ZnAl-LDH-VOx after immersion in NaCl
solution for 112 d, the obtained curve showed peaks at about 9.3°and
11.7°, corresponding to (003) plane of LDH intercalated with vanadates
and chlorides, respectively. It is worthy to note that the anion exchange
reaction was still not complete during a long immersion time of nearly
four months. This was most likely due to the strong interaction between
vanadates with high charges and the positive hydroxide layer. This high
affinity with the layer of vanadates prevented the attack of chlorides
strongly, which benefited the sample greatly. The sample of ZnAl-LDH-
VOx-La after immersion for 112 d presented the peak ascribed to lau-
rates and the peak related to vanadates was not observed maybe due to
the low resolution of the XRD spectra and more evidence can be found
in the EDS results.
Fig. 17. (a) Nyquist plots, (b) Impedance-frequency Bode plots and (c) Phase-frequency Bode plots of ZnAl-LDH-VOx-La without an artificial defect in 3.5 wt.% NaCl
solution after immersion for different time.
Table 10
The parameters fitted from EIS results in Fig. 17.
ZnAl-
LDH-VOx-
La
Rs (Ω
cm2)
Rout (Ω
cm2)
CPEout Rinn (kΩ
cm2)
CPEinn
Y0 (10-6
Ω-1 cm-2
sn)
n Y0 (10-6
Ω-1 cm-2
sn)
n
1 d 52.3 290.6 2.8 0.79 22190 7.4 0.88
7 d 18.8 165.7 6.7 0.88 1460 5.1 0.92
14 d 21.0 228.2 6.7 0.88 4636 5.2 0.92
21 d 19.5 181.3 6.8 0.89 4503 5.3 0.92
42 d 21.3 218.2 6.8 0.88 30270 6.1 0.91
63 d 24.0 308.2 6.6 0.88 27480 5.8 0.91
70 d 19.9 193.3 7.5 0.87 3484 6.0 0.91
77 d 22.1 235.8 7.1 0.87 2153 5.9 0.91
91 d 24.0 298.0 6.8 0.87 2117 5.8 0.91
112 d 19.7 180.5 7.9 0.86 773.2 6.3 0.90
Fig. 18. The evolution of Rinn of different samples along with immersion time.
Fig. 19. XRD spectra of samples (a) ZnAl-LDH-NO3- (39 d), (b) ZnAl-LDH-La
(35 d), (c) ZnAl-LDH-VOx (112 d) and (d) ZnAl-LDH-VOx-La (112 d) after
immersion in 3.5 wt.% NaCl solution for different time.
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Fig. 20 presents the EDS result of various samples after different
immersion period in 3.5 wt.% NaCl solutions. It is clear that the element
of Cl appeared in all the EDS spectra, which was in good accordance
with the XRD result in Fig. 19 due to the complete or incomplete anion
exchange reaction between chlorides and other anions in the gallery of
LDH. It should be noted that the element of V was also present in the
EDS spectra of ZnAl-LDH-VOx and ZnAl-LDH-VOx-La, verifying that
some vanadates still remained in the interlayer space of LDH.
3.2.4. The corrosion mechanism of ZnAl-LDH-VOx-La
Based on the above measurements and discussion, a conceptual il-
lustration to present the corrosion protection mechanism of ZnAl-LDH-
VOx-La is proposed in Fig. 21. As can be seen from Fig. 21, the physical
barrier consists of three components including the air film on the su-
perhydrophobic surface due to the modification of laurates, the outer
LDH layer and the inner compact LDH layer between the underlying Al
substrate and the outer LDH layer. Both of these two layers were loaded
with vanadates and laurate anions. First of all, the above mentioned
three layers contributed to prevention of the attack of the corrosive
medium by acting as physical barriers jointly. It should be noted that
the superhydrophobicity of ZnAl-LDH-La surface can only be main-
tained in the initial 24 h after immersion in 3.5 wt.% NaCl solutions
according to our previous publications [32]. After 24 h, the attractive
air on surface escaped and consequently the superhydrophobic surface
became hydrophobic. As a result, the physical barrier effect of the air
film decreased significantly. The EIS result also supported this conclu-
sion. According to the EIS result, the phase angle in the high frequencies
was as high as -80° after immersion for 1 h while it decreased to about
-40° after immersion for 1 d. Secondly, the vanadates with high charges
interacted strongly with the hydroxide layer of LDH, therefore, it is
hard for the chlorides to participate in the anion exchange reaction with
the chlorides. In addition, there are still some laurates remaining in the
LDH gallery after a lone immersion time, indicating the difficulties of
laurates in anion-exchange reaction with chlorides in the immersion
period. According to the EIS fitting results above, it can be seen clearly
that the co-intercalation of anions results in the further increase of the
resistance of the inner LDH layer, verifying the important role of the
difficulties in anion-exchange reaction in corrosion protection effect of
the LDH films. However, once the corrosive medium penetrated
through the three physical barriers and reached the interface between
Al and the LDH layer, corrosion can be initiated immediately. At this
time, vanadates released by anion exchange with chlorides could ad-
sorb at the defect, resulting in the formation of a protective film and the
inhibition to the further development of corrosion, presenting a sig-
nificant self-healing effect. In addition, the released laurates are also
able to adsorb at the defect and prevent the attack of chlorides and
water molecules by the steric repulsion effect of the long chain of
laurates. It is worthy to note that the co-intercalation of vanadates and
laurates demonstrated synergistic effect in comparison with the sample
only loaded with inhibitors according to the higher Rinn values. In
summary, it can be concluded that the ZnAl-LDH-VOx-La co-inter-
calated with inhibitors and low surface energy species could provide
superior protection for Al substrate by the physical barrier role, the
anion-exchange property and the synergistic effect of the co-inter-
calated species. The co-intercalation of two species render the LDH film
with multifunctionality and it is of great significance to improve the
corrosion protection performance.
Fig. 20. EDS results of samples (a) ZnAl-LDH-NO3- (39 d), (b) ZnAl-LDH-La (35 d), (c) ZnAl-LDH-VOx (112 d) and (d) ZnAl-LDH-VOx-La (112 d) after immersion in
3.5 wt.% NaCl solution for different time.
Fig. 21. The schematic illustration of the corrosion mechanism of ZnAl-LDH-
VOx-La.
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4. Conclusion
ZnAl-LDH-VOx-La co-intercalated with vanadates and laurates was
successfully immobilized on Al substrate using a simple hydrothermal
and immersion method. The laurates endow the LDHs film with su-
perhydrophobic property and the vanadates act as an effective in-
hibitor. The intercalation of both of them plays a significant role in
improving the resistance against corrosion considerably compared with
LDHs loaded with only one of them. The presence of vanadates enables
the film with self-healing ability upon artificial defect. In addition, the
synergetic effect of these two species contributed to the enhanced long-
term protection of the film. This idea sparks the versatility of LDHs
structure and its more potential application in the field of corrosion
protection.
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